






For indoor use：

For outdoor use:

L*D*H

L*D*H

MODEL X I Turbo MODEL X II Turbo MODEL X III Turbo

109

MODELX I Turbo, identifies a slush machine with one (1) bowl for outdoor use;

MODELX Ⅱ Turbo, identifies a slush machine with two (2) bowls for outdoor use;

MODEL X lll Turbo, identifies a slush machine with three (3) bowls for outdoor use.

MODELX I , identifies a slush machine with one (1) bowl for outdoor use;

MODELX Ⅱ , identifies a slush machine with two (2) bowls for outdoor use;

MODEL X lll , identifies a slush machine with three (3) bowls for outdoor use.
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MODEL X I Turbo

MODEL X II Turbo

MODEL X III Turbo
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The machine must be installed in a well-lit and well-ventilated place with a firm, 

solid, level floor(slope less than 2°)

The indoor model Model X Ⅰ/Ⅱ/Ⅲ must only operated in place with an ambient 

temperature ranging between 5℃~32℃。

The outdoor model Model X Ⅰ/Ⅱ/Ⅲ Turbo may only operated in place with an 

ambient temperature ranging between 5℃~43℃。




	页 1
	页 2
	页 3
	页 4
	页 5
	页 6
	页 7
	页 8

